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DETAILED ACTION 

1 . The Office Action is responsive to the communication filed on 0 1/30/09. 

2. Claims 1-20 are pending in the application. 



Claim Rejections - 35 USC § 103 

3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Paieniabilhy shall not be negatived by the 
manner in which the invention was made. 

4. The factual inquiries set forth in Graham v. John Deere Co., 383 U.S. 1, 148 USPQ 459 
(1966), that are applied for establishing a background for determining obviousness under 35 
U.S.C. 103(a) are summarized as follows: 

1 . Determining the scope and contents of the prior art. 

2. Ascertaining the differences between the prior art and the claims at issue. 

3. Resolving the level of ordinary skill in the pertinent art. 

4. Considering objective evidence present in the application indicating obviousness 
or nonobviousness. 

5. Claims 1-20 are rejected under 35 U.S.C. 103(a) as being unpatentable over Claims 1-20 
are rejected under 35 U.S.C. 103(a) as being unpatentable over Coker et al. (USPN 
2007/0250840) in view over Lee et al. (USPN 20040088700) and in further view over Balducci 
etal. (USPN 20040103174) 

6. As per claims 1 and 10, Coker et al. teaches which code (i) is configured to be stored on 
the client device and be executed during each of subsequent communications between the client 



Application/Control Number: 10/698,956 Page 3 

Art Unit: 2121 

device and the server device ([0307-0309] e.g., client includes a component called a busy state 
manager configured to monitor and inform a user of a status and progress of the submitted 
request), and (ii) when executed blocks the client device from receiving user input during the 
communications between the client device and the server device ([0309] e.g., client can inform 
the user that request processing has started and lock the user interface), determines whether any 
of the communications between the client device and the server device lasts longer than a 
specific time, and, upon determining that the specific time has been exceeded, causes a message 
provided in the code to be presented to a user of the client device ([0309-0310] e.g., upon 
determining that the request from the client may take a long time to process, the server will 
notify the client accordingly.... the client can update the progress bar to show how much of the 
task has been completed at that point in time. 

However, Coker et al. does not teach the server providing executable code to the client 
computer, i.e., providing the busy-state manager component to a client computer). Lee et al. 
teaches a system for automatically installing software on a client via a server ([ABSTRACT], 
[FIG 1]) 

Therefore, at the time the invention was made, one of ordinary skill in the art would have 
motivation to install client components using software stored on a server. Lee et al. teaches that 
enterprises employ client-server models to facilitate the configuration of a client computer via 
downloading necessary application software ([0004-0006]). Coker et al. teaches that various 
types of clients can be supported.... the various types of clients including remote clients ([0063]), 
and in addition, teaches that clients can download a subset of server's data to use locally 
([0070]). Therefore, in client-server interactions, as taught by Lee et al. it would have been 
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obvious to enable a server to provide necessary components to remote clients to facilitate server- 
client interactions, including downloading necessary components to a client. Here, it would have 
been obvious to download a busy-state manager component to a remote client via an application 
server. 

However, Coker et al, as modified, does not teach that the client device is configured to 
engage in communications with the server device for a plurality of application programs. Coker 
et al. does teach that the client computer makes requests to the server such that particular tasks 
may be executed on the server, and in response to the client request the client computer is locked 
([0309-03 10] e.g., it is interpreted that the client request is not tied to any particular program 
such that any program on the client computer that should make a request to the server for server 
processing would result in the client computer becoming locked). Balducci et al. teaches an 
application program, i.e., Microsoft Outlook, on the client computer ([0024]) and in addition 
teaches that the client may delete content within the server ([0075]). 

Therefore, it would have been obvious to one of ordinary skill in the art to apply the "lock 
mechanism" (e.g., client code used to lock the client computer) , as taught by Coker et al, to be 
applicable to any program (e.g., Outlook) on the client computer that would require external 
server processing. Since a client may send a delete request, for example, to a server that could 
take longer than a reasonable time (e.g., server is backed up), it would have been obvious to 
apply the "lock mechanism" to any program making such a request that would require the client 
to be locked. During the period in which the client is locked, the user would be informed that a 
request is taking longer than expected, as taught by Coker et al. Balducci et al. illustrates that a 
an application program, such as Outlook, may send a request to the server, in turn locking the 
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client during this task, as taught by Coker et al. (e.g., as in the case of emptying a folder on the 
server or synchronizing a client and server) 

7. As per claim 2, Coker et al. teaches the method of claim 1, wherein the executable code is 
client-side framework code provided from the framework code in the server device that controls 
communication between the server device and the client device ([0306-0310] e.g., busy state 
manager component is stored on the client, i.e. client side framework, provided from the 
framework code in the server device (e.g., as modified, an application server provides the busy 
state component to the client), where the framework code controls communication between the 
client and server, i.e., client is informed by the server communication will last longer than 
expected, and in response, the client user interface is locked. Controlling communication is 
interpreted as corresponding to informing the client device of a process status) 

8. As per claim 3, Lee et al. teaches the method of claim 1 , further comprising providing the 
executable code in response to the server device receiving a request from the client device to 
launch at least one of the application program capable of initiating the communications ([001 1] 
e.g., automatically installing software on a client via a client login request. As interpreted, a 
login request is an application program that initiates the request for the executable code. As 
applied to Coker et al, the busy-state component could be downloaded in response to the client 
request for the component by following the steps provided in paragraph 001 1). Once the "lock 
mechanism" is installed in the client computer (e.g.., code may be installed on the client 
computer via a provisioning service), any program that could make a request to a server that 
requires a "lock" to be implemented during the request could be launched. For example, a user 
makes a delete request to the server using Outlook. The client is locked during the delete 
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request. The client code would lock the client during the use Outlook delete request to the 
server. If the request takes longer than expected, the client informs the user. 

9. As per claim 4, Coker et al, as modified, teaches the method of claim 3, further 
comprising providing application program code from at least on the application programs to the 
client device wherein the message is an over-definition of a default message that would 
otherwise be presented. (As modified by Coker et al., [0309], Outlook provides a status bar, i.e., 
code, during a delete request. The status bar is displayed to the user with a progress indicator, 
i.e., over-definition. As per the applicant's background section, "sudden displays of messages 
and sudden disappearances" are unnecessary. As applied to Coker et al., it would have been 
obvious to display the indicator when the request is going to take longer than expected and to not 
display the progress bar as to avoid unnecessary disruptions, i.e., "otherwise be presented." 

10. As per claim 5, Coker et al. teaches the method of claim 1 , wherein a communication 
lasts longer than the specific time due to network delays, server-side delays, or combinations 
thereof ([0309] e.g., request ling-running server operations i.e., server-side delays) 

11. As per claim 6, Coker et al. teaches the method of claim 1 , wherein a communication 
lasts longer than the specific time when the client device has not displayed a server response 
within the specific time ([0309-03 14] e.g., once the client is informed by the server that the 
request may take a long time to process in view of the requests from a client, it would have been 
obvious to provide an indication that the client request is taking longer than expected, i.e., not 
displaying a server response, to the client request) 

12. As per claim 7, Coker et al. teaches the method of claim 1 , wherein the executable code 
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ceases to block the client device from receiving user input after each communication has ended 
([0310] e.g., client continues to lock the interface until the request processing is completed) 

13. As per claim 8, Coker et al. teaches the method of claim 1, wherein the executable code 
causes the message to be presented on the client device during one of the communication and 
causes the client device to cease presenting the message after that communication has ended 
([0310] e.g., as best understood, the busy manager causes the notification to be presented to the 
user and causes the client to cease presenting the message when the request processing is 
completed) 

14. As per claim 9, Cokcr ct al. teaches the method of claim 1 , further comprising setting the 
specific time based on at least one selected from the group consisting of: a roundtrip time for a 
communication between the server device and the client device, typical roundtrip times for 
communication between the server device and the client device, a roundtrip time expected by at 
least one user of the client device, and combinations thereof ([0314] e.g., roundtrip to the server, 
including the request from the client to the server and a response notification to the server, in 
view of [03 10] e.g., determining the request is taking longer than expected, is interpreted that 
determining a request may take a long time to process is a function of a round trip, i.e., request 
from a client to server and response notification) 

15. As per claim 11, Coker et al, as modified, teaches a method of informing a user about 
communications between a client device and a server device, the method comprising: 

storing the executable code on the client device, the executable code configured to be 
executed during each of subsequent communications between the client device and the server 
device ([0306-0310] e.g., busy-manager component); 
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blocking, per the executable code, the client device from receiving user input during its 
communications with a server device ([0309-0310]); 

determining whether any of the communications lasts longer than a specific time; and 
presenting, per the executable code, a message provided in the code to a user of the client device 
upon determining that any of the communications lasts longer than the specific time ([0310] e.g. 
server notifies client that the request may take a long time to finish) 

However, Coker et al. does not teach the server providing executable code to the client 
computer, i.e., providing the busy-state manager component to a client computer). Lee et al. 
teaches a system for automatically installing software on a client via a server ([ABSTRACT], 
[FIG 1]) 

Therefore, at the time the invention was made, one of ordinary skill in the art would have 
motivation to install client components using software stored on a server. Lee et al. teaches that 
enterprises employ client-server models to facilitate the configuration of a client computer via 
downloading necessary application software ([0004-0006]). Coker et al. teaches that various 
types of clients can be supported.... the various types of clients including remote clients ([0063]), 
and in addition, teaches that clients can download a subset of server's data to use locally 
([0070]). Therefore, in client-server interactions, as taught by Lee et al. it would have been 
obvious to enable a server to provide necessary components to remote clients to facilitate server- 
client interactions, including downloading necessary components to a client. Here, it would have 
been obvious to download a busy-state manager component to a remote client via an application 
server. 
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However, Coker et al, as modified, does not teach that the client device is configured to 
engage in communications with the server device for a plurality of application programs. Coker 
et al. does teach that the client computer makes requests to the server such that particular tasks 
may be executed on the server, and in response to the client request the client computer is locked 
([0309-0310] e.g., it is interpreted that the client request is not tied to any particular program 
such that any program on the client computer that should make a request to the server for server 
processing would result in the client computer becoming locked). Balducci et al. teaches an 
application program, i.e., Microslft Outlook, on the client computer ([0024]) and in addition 
teaches that the client may delete content within the server ([0075]). 

Therefore, it would have been obvious to one of ordinary skill in the art to apply the "lock 
mechanism" (e.g., client code used to lock the client computer) , as taught by Coker et al, to be 
applicable to any program (e.g., Outlook) on the client computer that would require external 
server processing. Since a client may send a delete request, for example, to a server that could 
take longer than a reasonable time (e.g., server is backed up), it would have been obvious to 
apply the "lock mechanism" to any program making such a request that would require the client 
to be locked. During the period in which the client is locked, the user would be informed that a 
request is taking longer than expected, as taught by Coker et al. Balducci et al. illustrates that a 
an application program, such as Outlook, may send a request to the server, in turn locking the 
client during this task, as taught by Coker et al. (e.g., as in the case of emptying a folder on the 
server or synchronizing a client and server) 

16. As per claim 12, Coker et al. teaches the method of claim 11, wherein the presented 
message is an over-definition of a default message e.g., supra claim 4 discussion) 
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17. As per claim 13, Coker et al. teaches the method of claim 11, further comprising setting 
the specific time based on at least one selected from the group consisting of: a roundtrip time for 
a communication between the server device and the client device, typical roundtrip times for 
communication between the server device and the client device, a roundtrip time expected by at 
least one user of the client device, and combinations thereof ([0314] e.g., roundtrip to the server, 
including the request from the client to the server and a response notification to the server, in 
view of [03 10] e.g., determining the request is taking longer than expected, is interpreted that 
determining a request may take a long time to process is a function of a round trip, i.e., request 
from a client to server and response notification) 

18. As per claim 14, Coker et al. teaches a computer program product containing executable 
instructions that when executed cause a processor to perform operations comprising: 

block a client device from receiving user input during its communications with a server 
device ([0309] e.g., locking user interface); 

determine whether any of the communications lasts longer than a specific time; 

cause a message provided in the computer program product to be presented to a user of the 
client device if determining that any of the communications lasts longer than the specific time 
([0309-0310]); 

wherein the computer program product is configured to be provided from the server device to 
the client device, be stored on the client device and to be executed during each of the 
communications between the client device and the server device (e.g., supra claim 1) 

19. As per claim 15, Coker et al. teaches a computer system comprising: 

a server device with server-side framework code which when executed on the server device 
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establishes a client-server framework for client-server communications ([Fig 2], [Fig 13] e.g., 
client-server communications with executable code),; and 

code (i) is configured to be stored on the client device and be executed during each of 
subsequent communications between the client device and the server device ([0307-0309] e.g., 
client includes a component called a busy state manager configured to monitor and inform a user 
of a status and progress of the submitted request), and (ii) when executed blocks the client device 
from receiving user input during the communications between the client device and the server 
device ([0309] e.g., client can inform the user that request processing has started and lock the 
user interface), determines whether any of the communications between the client device and the 
server device lasts longer than a specific time, and, upon determining that the specific time has 
been exceeded, causes a message provided in the code to be presented to a user of the client 
device ([0309-03 10] e.g., upon determining that the request from the client may take a long time 
to process, the server will notify the client accordingly.... the client can update the progress bar to 
show how much of the task has been completed at that point in time. 

However, Coker et al. does not teach the server providing executable code to the client 
computer, i.e., providing the busy-state manager component to a client computer). Lee et al. 
teaches a system for automatically installing software on a client via a server ([ABSTRACT], 
[FIG 1]) 

Therefore, at the time the invention was made, one of ordinary skill in the art would have 
motivation to install client components using software stored on a server. Lee et al. teaches that 
enterprises employ client-server models to facilitate the configuration of a client computer via 
downloading necessary application software ([0004-0006]). Coker et al. teaches that various 
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types of clients can be supported.... the various types of clients including remote clients ([0063]), 
and in addition, teaches that clients can download a subset of server's data to use locally 
([0070]). Therefore, in client-server interactions, as taught by Lee et al. it would have been 
obvious to enable a server to provide necessary components to remote clients to facilitate server- 
client interactions, including downloading necessary components to a client. Here, it would have 
been obvious to download a busy-state manager component to a remote client via an application 
server. 

However, Coker et al, as modified, does not teach that the client device is configured to 
engage in communications with the server device for a plurality of application programs. Coker 
et al. does teach that the client computer makes requests to the server such that particular tasks 
may be executed on the server, and in response to the client request the client computer is locked 
([0309-0310] e.g., it is interpreted that the client request is not tied to any particular program 
such that any program on the client computer that should make a request to the server for server 
processing would result in the client computer becoming locked). Balducci et al. teaches an 
application program, i.e., Microslft Outlook, on the client computer ([0024]) and in addition 
teaches that the client may delete content within the server ([0075]). 

Therefore, it would have been obvious to one of ordinary skill in the art to apply the "lock 
mechanism" (e.g., client code used to lock the client computer) , as taught by Coker et al, to be 
applicable to any program (e.g., Outlook) on the client computer that would require external 
server processing. Since a client may send a delete request, for example, to a server that could 
take longer than a reasonable time (e.g., server is backed up), it would have been obvious to 
apply the "lock mechanism" to any program making such a request that would require the client 
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to be locked. During the period in which the client is locked, the user would be informed that a 
request is taking longer than expected, as taught by Coker et al. Balducci et al. illustrates that a 
an application program, such as Outlook, may send a request to the server, in turn locking the 
client during this task, as taught by Coker et al. (e.g., as in the case of emptying a folder on the 
server or synchronizing a client and server) 

20. As per claim 16, Coker et al. teaches the method of claim 15, wherein a communication 
lasts longer than the specific time due to network delays, server-side delays, or combinations 
thereof ([0309] e.g., request ling-running server operations i.e., server-side delays) 

21. As per claim 17, Coker et al. teaches the method of claim 15, wherein the presented 
message is an over-definition of a default message (e.g., supra claim 4 discussion) 

22. As per claim 18, Coker et al. teaches the computer system of claim 15, wherein the 
client-side framework code causes the message to be displayed on the client device ([0306-0310] 
e.g., busy state manager) 

23. As per claim 19, Coker et al. teaches the computer system of claim 15, wherein the 
specific time is based on at least one selected from the group consisting of: typical roundtrip 
times for communication between the server device and the client device, a roundtrip time 
expected by at least one user of the client device, and combinations thereof ([0314] e.g., 
roundtrip to the server, including the request from the client to the server and a response 
notification to the server, in view of [03 10] e.g., determining the request is taking longer than 
expected, is interpreted that determining a request may take a long time to process is a function 
of a round trip, i.e., request from a client to server and response notification) 
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24. As per claim 20, Coker et al. teaches the computer system of claim 15, wherein at least 
one roundtrip time for communication between the server device and the client device is 
recorded and the specific time is set based on the at least one roundtrip time ([0314] e.g., in light 
of 0309-03 10, a determination is made that a request will take longer than expected. The 
roundtrip, i.e., request to client and notification from server to client, is understood as being part 
of the determination that a request received from a client may take a long time to process. Thus, 
the determination would require that the roundtrip time be known, and if this time (request by 
client and server response) is going to take longer than expected, a message would be presented 
to the user) 



Response to Arguments 

25. Applicant's arguments with respect to claims 1-20 have been considered but are moot in 
view of the new ground(s) of rejection. 

The Examiner has applied a) code on the client computer used to "lock" the client computer b) 
the code is initially received from the server as in the case of a provisioning server c) an 
application program, i.e., Outlook, on the client computer that requires the client to be locked for 
a particular Outlook request to the server and d) if the Outlook request requests takes longer 
than necessary, inform the user via a status bar opposed to unnecessarily informing the user for 
requests that should occur very quickly. 
Issue A] 

Coker et al, does not tie the "lock mechanism" to any particular application on the client 
computer. Rather, an application of the client capable of making a request to the server could 
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trigger the lock mechanism when it is necessary to do so. As modified, one application is 
Outlook. It is understood that during a delete request from a client to a server using Outlook on 
the client side, the client lock mechanism would be triggered because it is obvious to prevent the 
user from interfering with the operation. Furthermore, the Examiner notes that synchronization 
programs are other applications on the client that require the client to be locked. If this delete 
and/or synchronization operation should take longer than expected, the user is informed. 
Otherwise, the user is not informed as to avoid unnecessary status displays. 



Conclusion 

26. Applicant's amendment necessitated the new ground(s) of rejection presented in this 
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1 .136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1 .136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the date of this 
final action. 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to DARRIN DUNN whose telephone number is (571)270-1645. 
The examiner can normally be reached on EST:M-R(8:00-5:00) 9/5/4. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Albert DeCady can be reached on (571) 272-3819. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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